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Weights and Dimensions of Disassembled Units
Description Qty Dimensions (mm) Weight (kg)

Counter Weight  (Base) 1

4150

99
0

830

9420

Counter Weight 2

4150 

99
0 

495

6640

Counter Weight 1

4150 

99
0 

690

8980

Counter Weight 1

560

98
0

1625

2810

Counter Weight 1

560

94
0

1535 

3000

Lower Weight 2

1890

88
0

690

6040

Boom Base 1

6185 1825

19
75 1720
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Weights and Dimensions of Disassembled Units
Description Qty Dimensions (mm) Weight (kg)

Boom Top 1

1660 6700 

21
80

1650

3 m Boom Insert 1

1660 3140

17
70

430

6 m Boom Insert 1

1660 6140

17
70

690

9 m Boom Insert 1

1660

17
70

9140

1000

Upper Spreader 1

1895 605

98
0

490

Aux. Sheave 1

11
10

80
0

1430

340

Weights and Dimensions of Disassembled Units
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Weights and Dimensions of Disassembled Units

Description Qty Dimensions (mm) Weight (kg)

Jib Base
(with Jib Strut) 1

5120 1040

11
10

580

Jib Top 1

54301010

91
0

290

6 m Jib Insert 1

6080 1040

93
0 190

100 t Hook 1

820 600

21
20 130

17
0

1200

50 t Hook 1

120

15
519

70

790 480

1170

35 t  Hook 1

35t

84

12
0

370790

18
35 900

12 t Hook 1 12t

355

12
60 510

  

Weights and Dimensions of Disassembled Units
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Equipment List 
Standard and Optional Equipment

 : Standard     : Optional     : No setting 

Item Crane Clamshell

Lower Structure

810 mm Shoe
Jack Up Unit
Crawler Extension / Retraction System   
Steps   
Shoe Tension Unit (Hydraulic)    
Low Wear Shoe (Contiguous Surface of Roller)

Upper Structure

Cab Up / Down Catwalk   
Upper House Handrails (for Catwalk)
Under Cover (Bed Lower Surface)   
Working Light (× 2)
Back Mirror (Left / Right)
Central Lubrication Unit (for Turntable Bearing)   
Drum Flange Cover   
Auto Idle Stop
Eco Winch
Drum Mirror
Drum Light (Front Winch)
Winch Rope Retainer (Front Winch)   
Winch Rope Retainer (Rear Winch)   
Winch Rope Retainer (Third Winch)   
Catwalk (Folding Type, Left / Right) ● / *1 ● / *1

Electric Fuel Pump   
Handrails  (Folding Type) ● / *1 ● / *1

Winch with Front and Rear Free Mechanism
Third Winch (Rope not Included) 

Cab

Air Conditioner
Sunvisor
Sunshade
Wiper with Washer (Front Window, Cab Roof Window)   
Microphone & Loud-speaker
AM / FM Radio (with Clock)
Room Lamp
Cup Holder
24 V Power Socket (× 2)    
Floor Carpet
Level Gauge (in Cab & Lower Frame)
Accelerator Pedal (Right Side) ● ●
Arm Chair Lever
Cross Operation Lever (Lever Lock not Attached)   ● / *1 ● / *1

Front Operation Lever (with Lever Lock) 
Standard Seat
Seat with Suspension ● / *1 ● / *1

Travel Operation Pedal (Cannot be installed when winch with free mechanism attached)   
Boom Hoist Operation Pedal *2

Swing Brake Operation Pedal *2

Fan
Front / Rear Operation Lever, Brake Pedal Permutation
Fuel Burning Heater
Accelerator Grip
Drum Rotation Sensor (Front / Rear / Boom Hoist) *3

Speed Control Dial (Front / Rear/Boom Hoist / Swing)
Life Hanmer ○ ○

*1  Europe specification machines only.
*2  Cannot be installed at the same time.
*3  Cannot be equipped when the cross operation lever or front operation lever is installed.

Equipment List 
Standard and Optional Equipment TECHNICAL DATA SCX1000A-3
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 : Standard     : Optional     : No setting

Item Crane Clamshell

Attachment

12 m Basic Boom (Boom Base: 6 m, Top: 6 m)   
3 m Boom Insert  
6 m Boom Insert
9 m Boom Insert
Parts Set for 10 m Crane Jib [10 m Basic Jib, Anti-two Block, Jib Mast]  
6 m Crane Jib Insert
Parts Set for Auxiliary Sheave [Auxiliary Sheave, Auxiliary Sheave Anti-two Block]  
100 t Hook (4 Sheaves)
50 t Hook (3 Sheaves)
35 t Hook (1 Sheave)
12 t Hook 

Wire Rope

Front Winch (  26)
P S (19) + 39XP 7
IWRC 6 X WS (31) ○ *4

Rear Winch (  26)

Mono Rope EP 3XF (40)
P S (19) + 39XP 7
IWRC 6 X WS (31) ○ *5

IWRC 6 X P WS (31)

Third Winch (  26)
Mono Rope EP 3XF (40)
P S (19) + 39XP･7

Boom Hoist Winch ( 22.4) IWRC 6 X P  WS (31)

Safety Device

Moment Limiter
3 Color Percentage Indicator Light ● / *6 ● / *6

Gate Lock Lever
Individual Operation Lever Lock (Front, Rear, Hoist, Travel) *7

Automatic Drum Lock (Boom Hoist)
Winch Drum Lock (Front/Rear)
Lowering Limiter (Winch Drum Dead Turns Detective Device) ● / *6 ● / *6

Swing Lock
Swing Alarm
Travel Alarm
Auto Slowdown (Slow Stop)  
Boom Hoist Limiting Device
Secondary Boom Over Hoist Prevent Device
Warning Alarm
Engine Start Interlock System
Emergency Engine Stop Switch (In cab)    
Lifting Height Indication Device
Swing Neutral Free / Brake Selection Switch
Anti-two Block
Moment Limiter (M/L) Mode Selector (In Left House)  ● / *6

Swing Restriction Unit 
Anemometer
Obstacle Lights (Fixed lights) 
Drum and Rear View Monitor System (3 Cameras)  
Cab Roof Window Guard ● ●

*4  Used for opening/closing rope. 82 m length rope required for 12 m digging depth with 21 m boom length.
*5  Used for supporting rope. 70 m length rope required for 12 m digging depth with 21 m boom length. 
*6  Europe specification machines only.
*7  An operation lever lock is not attached to the front, rear or hoist when the cross operation lever is installed.

SCX1000A-3
Equipment List 
Standard and Optional EquipmentTECHNICAL DATA
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 : Standard     : Optional     : No setting 
Item Crane Clamshell

Common parts

Boom Back Stop
Boom Angle Sensor
Boom Lifting Piece   
Remote Sensing (Mobile Communication Terminal, Data Logging Device)
Assembly Pad *8 
Reduction Counter Weight Specification ● *9

Skywalk (with Stanchion)
Skywalk (without Stanchion)
Boom Top Under Surface Buffer (Protector)   
Load Table Sign (Whiteboard, Boom Base Installation)   
Insertable Company Name Plate (Both Side Surfaces of the Machine) ● *10

Opening / Closing / Support Rope Stopper
Hyd. Tagline (6 × Fi  (29)  10 mm × 55 m) ● *11

Reeving Winch (4 × F  (30)  8 mm × 250 m) ● *11

Reeving Winch cum Hydraulic 
Tagline

for Hydraulic Tagline (6 × Fi (29)  10 mm × 55 m) 
● *11

for Reeving (6 × Fi (29)  10 mm × 220 m)
Sling Ropes for Disassembly and Assembly (for Counter Weights, Crawlers)   
Air Cleaner Double Element   
Additional Fuel Filter (Triple Filter)   
Additional Spare Parts (Hydraulic Oil Filter)  
Additional Tools (Large Hammer, Crowbar, Chisel)  

Other Standard Supplied Tools   
Standard Spare Parts   

*8  The assembly pad is required for the following attachments.
•• Crane Boom Length 51 m + Crane Jib 28 m

*9  The reduction counter weight specification can only be used for the crane specification, with the exception of the crane jib.
*10  When it chooses, the width at the time of transportation is set to not less than 3 m.
*11  (1) Hydraulic tagline (maximum line pull: 2.9 kN (300 kg))

(2) Reeving winch unit (maximum line pull: 11.8 kN (1,200 kg))
(3) Reeving winch and hydraulic tagline

(Line pull: For hydraulic tagline (maximum line pull: 2.9 kN (300 kg)) /for reeving winch (maximum line pull: 2.9 kN (300 kg))

Equipment List 
Standard and Optional Equipment TECHNICAL DATA SCX1000A-3
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•• We are constantly improving our products and therefore reserve the right to change designs and speafications without notice.
•• Units in this specification are shown under International System of Units; the figures in parenthesis are under Gravitational System 
of Units as old one.

9-3, Higashi-Ueno 6-chome, Taito-ku, Tokyo 110-0015, Japan
Phone: 81-3-3845-1387   Facsimile: 81-3-3845-1394
http://www.hsc-cranes.com


